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A B S T R A C T
This paper presents a time-dependent reliability analysis of prestressed concrete girders subjected to degradation
caused by pitting corrosion. The procedure presented includes the effects of both spatial and temporal pitting
corrosions on prestressing steel, as well as the degradation of the strengthening CFRP laminate used for the
rehabilitation of the member. Results indicate that the correlation of corrosion in different segments of the
prestressing tendons impacts on the computed safety index for the deteriorated structure. Ditlevsen bounds are
proposed for a better approximation of the correlation between failure modes in the spatial discretisation.
Results show that such approach produces adequate estimates of the reliability index over the full range of
analysis in comparison with other tested models. It is also observed that the degradation of the CFRP laminates
does not affect the reliability as significantly as corrosion, and that traffic loads, models uncertainties, corrosion
error and corrosion rate are the most relevant variables in the analysis, followed by prestressing strength and
concrete cover. The significance of the variables changes with time: the corrosion rate, corrosion model error
and concrete cover increase in importance with the development of corrosion, whereas traffic loads become
gradually less important.
1. Introduction
Many highway networks have been progressively expanding over
the last decades to accommodate the growth of road traffic and meet
the demands of modern cities. Such expansion required the construc-
tion of a significant number of bridges, many of which using precast
prestressed concrete (PC) girders. This structural system has several
advantages over other solutions, such as the speed of construction, the
low cost, and the quality control from precast industry.
With ageing, however, many PC girders are vulnerable to corrosion
of reinforcements that progressively reduces the structural strength,
and can eventually lead to complete degradation. Generalised corrosion
can occur when a large area of the structure is subjected to carbonation.
The pronounced corrosion at specific localisations, also known as pit-
ting, can spread along the reinforcement bars and is more likely to be
caused by chloride attack [1]. Several factors influence the corrosion
rate, such as the water-cement ratio, cement composition, aggregate
size, construction practices, concrete cover, environmental conditions,
admixtures, temperature, and pH variation due to carbonation, among
others [1,2]. Predicting the impact of these parameters – in both time
and space – is a complex process. For this reason, a probabilistic ap-
proach can be very useful, since it allows explicit consideration of the
uncertainty in reliability analysis.
Most time-dependent flexural reliability studies of RC beams in the
literature considered steel reinforcement and pitting as time-dependent
random variables [2–5]. Even though those studies generally show that
the reliability strongly decreases with corrosion, a typical simplification
consists in assuming pitting to be concentrated at the mid-span section.
Thus, the spatial spread over the length of reinforcement is neglected.
Stewart [6] studied the flexural time-dependent reliability of RC
beams including the spatial variability. This was achieved by dividing
the structural element into several segments, and for each segment,
different levels of pitting corrosion were randomly included to simulate
the non-homogeneous process along the beam. Structural reliability
was computed considering a series system. A similar procedure was also
adopted by several other researchers [7–13], showing that the prob-
abilities of failure considering series reliability are higher when com-
pared with the probabilities obtained based only on the most
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unfavourable situation, i.e., the failure of the reinforcement at the mid-
span. When a series system is considered, the reliability of the beam
assumes failure to occur at any segment. Since the failure of any seg-
ment on such system directly causes the failure of the beam, the
probability of failure increases. This simple analysis shows the re-
levance of obtaining a reliable procedure to correlate the segments of
corroded steel reinforcement, particularly for structures that rely
heavily on prestressing steel.
A competitive solution available to upgrade and strengthen de-
graded RC girders uses fibre reinforced polymer (FRP) composites ap-
plied as externally bonded reinforcement (EBR). Compared to other
techniques, it has cost effectiveness, low weight, ease of installation,
and the ability to quickly restore the structural capacity [14]. Focusing
on the condition assessment of bridge girders upgraded with post-ten-
sioned near-surface-mounted CFRP laminates, Kim, Kang [15] devel-
oped a computational model for the bridge girders over an extended
lifespan showing that the strengthening composite becomes more ef-
fective as the flexure stiffness of the girders decreases with damage. A
probabilistic model for the flexural capacity of beams strengthened
with prestressed CFRP laminates was developed by Liu, Peng [16]
considering all possible failure modes. A time-dependent reliability
study targeting shear fracture of reinforced concrete beams strength-
ened with CFRP laminates in aggressive environments was carried out
by Firouzi, Taki [17] and highlighted the importance of corrosion for
the occurrence of difference fracture modes. Other time-dependent re-
liability studies where the specimens are strengthened when safety
becomes unacceptable can be mentioned, namely the ones from Ali,
Bigaud [18], Bigaud and Ali [19] and Guo, Chen [20]. The first authors
performed a reliability analysis of reinforced concrete highway bridges
strengthened with CFRP laminates exposed to aggressive environments
confirming that the most significant deterioration factor is the corrosion
of reinforcements. The other two studies are also relevant to the current
work, with Bigaud and Ali [19] addressing concrete bridge girders
strengthened with CFRP laminates with 15m span, without prestressing
steel and designed with AASHTO LRFD [21], whereas Guo, Chen [20]
studied bridges designed with GB/T50283 Chinese code, based on a
box-girder cross section for longer spans.
The work presented in this paper addresses outdated bridge girders
built in small Western European cities several decades ago, with
medium to small spans. Many of these structures are currently needing
repair due to corrosion and an upgrade to meet current design stan-
dards. The study of the degradation, strengthening and subsequent
performance of the bridge girders presented is new and relevant to
many countries, since the current widely adopted design codes are often
more demanding than previous local standards [22]. Also, given that
the girders being studied are heavily prestressed, the reliability analyses
target the role of the corroded prestressing steel before and after
strengthening, together with the interaction with the CFRP laminates.
Reliability studies are frequently based on an idealised reduction of
the area of steel reinforcements at mid-span or on series system relia-
bility analysis [7–13]. Given that corrosion of prestressing bars varies
significantly along the length, an innovative approach is proposed in
the current paper using the Ditlevsen bounds to tackle the spatial in-
teraction between corroded segments in temporal reliability analyses
and to improve the estimates of the probability of failure for bridge
girders strengthened with CFRP laminates. The Ditlevsen bounds pro-
vide a very good approximation to the probability of failure for system
series. Given the sensitivity of the prestressed structure to corrosion,
this approach seems quite promising and directly contributes to the
field of reliability analysis. The uncertainties for load and resistance
models, the error associated with the corrosion model, and both the
initiation and propagation stages of corrosion, are also considered.
2. Case study-PC girder
The girder selected for analysis in a rehabilitation scenario is part of
a simply supported bridge with two traffic lanes and two side-walks in
Portugal, as represented in Fig. 1. The design of the initially un-
strengthened structure was done according to Portuguese national
codes – REBAP [23] and RSA [24] – which were the standards in place
just before the new European codes took place. The latter code is sig-
nificantly more demanding, as can be seen in in Appendix A. Even
though the bridge has three girders, only the most critical is herein
selected for reliability analyses. A value of 10.37 kN/m is assumed for
the dead-loads in addition to the self-weight, whereas the traffic loads,
Q, are 200 kN in the original design [24]. The concrete grade is C35/45
EN 1992-1-1 [25], which corresponds to a characteristic compressive
strength, fck, of 35MPa, and a mean compressive strength, fcm, of
43MPa at 28 days of age. Two prestressing bonded strands of grade
Y1860S prEN 10138-3 [26] with a characteristic tensile strength, fpk, of
1,860MPa are used as active reinforcement, each with two 0.6in seven-
wire steel strand considered submitted to a tension of 1,200MPa after
the long-term losses.
The strengthening of the PC girder is based on Carbon FRP (CFRP)
‘CFK 150/2000’ laminates according to Eurocodes, namely EN 1990
[27], EN 1991-2 [28] and EN 1992-2 [29]. The laminates are glued to
the bottom flange along their length and anchored to the concrete
girder at both ends using steel plates. The ultimate load capacity of the
CFRP-strengthened girders is determined using an analytical model
with the non-linear stress-strain relationship for concrete defined in the
























where σc and εc are the compressive stress and strain for concrete, εc1 is
the strain at peak stress according to EN 1992-2 [29], Ec is the secant
Young’s modulus of concrete, and fc is the concrete cylinder compres-
sive strength. In addition, the tensile strength of the concrete is ne-
glected.
Fig. 1. Case study: (a) transversal section; and (b) longitudinal section and
loading (unless otherwise state, dimensions are in ‘m’).
Fig. 2. Stress-strain diagram for cross-sectional analysis.
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The analytical model assumes a linear strain distribution over the
depth of the girder and that plane sections remain plane while bending.
The bending moment is calculated by:
= + +M F z F z F z ,c c p p f fu (3)
where Fc is the compressive force in concrete, zc is the distance from the
neutral axis, x , to the concrete force, Fp is the force due to prestressing
strands, zp is the distance between the prestressing strands and the
neutral axis, Ff is the force due to CFRP laminates and zfu is the distance
from the CFRP laminates to the neutral axis.
The stress state when CFRP laminates are to be installed is very
important for serviceability purposes, in which case the girders may
need to be lifted to partially release dead-loads and allow the
strengthening to be more effective. Given that focus in this paper is
given to the ultimate limit bending state, a conservative analysis is
adopted in which only the dead-loads are present during the strength-
ening operation. An iterative process is used to find the equilibrium of
forces by progressively searching the location of the neutral axis in two
stages of analysis. In a first stage, the equilibrium is checked for dead-
loads only (before the application of CFRP laminates), such that the
strain at the soffit before strengthening the girder can be assessed. This
strain is not used to engage the CFRP laminates and sets a conservative
value for the maximum strain that can be mobilised after installing the
CFRP laminates quantified in a second stage of analysis. During this
second stage, the required area of the CFRP laminates is determined to
assure that the ultimate bending moment capacity of the cross-section
matches the design moment for the fully loaded girder. All possible
situations are accounted for, e.g. failure after the yielding of the pre-
stressing steel through the CFRP laminate or concrete crushing, and
prestressing strands reaching 0.1% proof stress simultaneously with the
CFRP laminate.
It should be mentioned that a recent study addressing advanced
non-linear models developed for simulating the interaction of concrete
cracks with local debonding of the CFRP laminate, including bond be-
tween steel and concrete, and CFRP laminates and concrete, showed the
approximations made in simplified analytical models – such as the one
herein adopted – to be acceptable [30].
3. Time-dependent degradation models
One of the major concerns in prestressing steel structures is related
with corrosion, since it could reduce the structural strength and servi-
ceability conditions quickly to an unacceptable level [1]. In the case of
CFRP strengthened structures, the degradation of the composite is also
an important factor that needs to be evaluated. The following section
describes the degradation models adopted in this research for pre-
stressing steel and CFRP laminates.
3.1. Corrosion of prestressing element
Pitting corrosion can easily occur in prestressing steel reinforce-
ments due to chloride-induced contamination and can vary in space and
time [31]. The time-dependent model proposed by Val and Melchers
[3] is adopted here. Accordingly, pits are assumed to propagate in
hemispherical forms, with a radius of p estimated by:
= −p t t t i R( ) 0.0116( )i c (4)
where t is time in yrs, ti is the corrosion initiation time in yrs, ic is the
corrosion rate quantified as a current density, and R is the ratio between
the maximum pit depth, Pmax, and the average pit depth, Pav – see re-
presentation in Fig. 3.
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The initiation time, ti, is the time necessary for the chloride ions
concentration at concrete cover to reach a threshold value, Cth, at the
contact surface of steel, as shown in Fig. 4. The diffusion equation is
solved to obtain the evolution of the chloride concentration with re-
spect to both depth and time, thus allowing to quantify the initiation
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where C x t( , ) is the chloride ion concentration at time t in years, and
distance from the surface x, and Dcl is the chloride diffusion coefficient.
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where C is concentration inside concrete for a given time t and depth x,
Cs is the chloride concentration on the concrete surface, erf is the error
function, and Dcl is the chloride diffusion coefficient. The last coefficient
is strongly affected by the time of exposure, temperature and relative
humidity [32].
Corrosion can propagate uniformly along the bar and/or con-
centrate at specific locations. When corrosion extends uniformly to a
large area, it is usually denoted as generalised corrosion and is typically
due to carbonation. On the other hand, when corrosion is more pro-
nounced on specific locations, it is known as pitting. Pitting is more
likely to occur due to chloride attack and is the most common type of
corrosion in prestressing steel [31]. Based on the geometry and location
of prestressing strands, chloride penetration is herein assumed to pro-
gress from the bottom face of the girder. To model the spatial variability
of pitting corrosion, the reinforcement is divided into several segments
(see Fig. 5) where different pit depths are considered for each segment
[6]. The resistance capacity of the girder is determined by considering
the tensile capacity of each segment given by the reduced prestressing
area according to Eq. (5). The ratio between maximum and average pit
depth is randomly generated, such that the pit diameter varies for each
segment along the reinforcement.
The discretisation length for each segment should model the dis-
tance at which the pitting corrosion influences the structural safety.
This length depends on several factors, such as the capacity of the
corroded reinforcement to redistribute stresses, the mechanical beha-
viour of the reinforcement, the development length, and the specific
layout and spacing of reinforcements. Values found in the literature
typically range between 0.1m and 1.0 m [6,8–10,12]. In this paper, the
discretisation length is defined based on the observation that the re-
liability index should not change suddenly at the onset of corrosion.
Therefore, a length of 0.45m is found by imposing the reliability index
calculated using the series system immediately after corrosion has
started to match the value obtained without a series system. The dis-
cretisation length is kept constant for all analyses.
When evaluating the safety of the concrete beam, the critical effect
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of corrosion is the localised reduction of cross-sectional area. Over a
given segment, there will be different sections where corrosion is pre-
sent, but, for the reliability analysis, it is critical to model the maximum
corrosion in each segment. This suggests that an extreme distribution
might be adequate and this is confirmed by experimental results from
concrete specimens subjected to accelerated corrosion tests [8]. All
segments are considered statistically independent and the random pit
depths, R, are generated using a Gumbel distribution calibrated for a
similar initial cross-section by Stewart and Al-Harthy [8]. The dis-
tribution is defined by:
∼ = =R G μ α μ α( , ); 5.56; 1.16. (9)
3.2. CFRP laminate degradation
Although several experimental studies addressing the degradation
of FRPs can be found in the literature [33–38], probabilistic models are
yet to be fully developed and validated for reliability studies. As such,
degradation is herein considered using a deterministic approach fol-
lowing the Arrhenius rate equation as suggested by Karbhari and
Abanilla [39]. According to the authors, the percentage of strength
retention can be expressed by:
= +f Aln t B% ( ) , (10)
where A is the degradation rate, and B is a material constant.
Experimental calibration must be used to obtain the parameters
mentioned above using accelerated tests to finally express the evolution
of the strength retention under real moisture conditions. Given that the
authors could not find results available for the type of composite used in
this paper, the expression by Ali, Bigaud [18] obtained for a wet-layup
system is adopted as an approximation:
= − +f ln t% 3.366 ( ) 106.07,fR (11)
where %ffR is the percentage of FRP strength retention and t is time in
days. A model without any degradation on the CFRP laminate is also
considered for comparison purposes.
4. Proposed reliability analysis procedure
Please note that in the analyses presented in this paper focus is
given to ultimate limit states, in which case the long-term losses asso-
ciated with pre-stress are included in the pre-stress force corresponding
to a stress of 1,200MPa. The time-dependent reliability analysis pro-
cedure proposed includes three main stages – see Fig. 6a.
During the first stage, the degradation caused by corrosion in the
unstrengthened girder progresses over time and the corresponding re-
liability index, β, is computed for each step. Corrosion is modelled by
means of a reduction in the prestressing strand area over time caused by
the pit depths along the beam. Unacceptable structural safety is found
when the reliability index reaches a minimum threshold, βmin. Since this
threshold is not provided in the Eurocodes, 2.5 is adopted, which is the
same value used in the load and resistance rating provisions in AASHTO
[40] for checking the safety of existing bridges [41].
Failure is defined when the random structural resistance, R, is lower
than the current random load demand, S [42–44]. The relationship
−R S (to be defined ahead) is the limit state function setting the
boundary that separates acceptable and unacceptable structural per-
formance depending on the random variables. Graphically, the prob-
ability of failure corresponds to the grey volume represented in Fig. 7a
if only two variables are considered, whereas the target reliability index
geometrically measures the minimum distance from the origin to the
Fig. 3. Pitted corroded rebar: (a) cross-section of corroded rebar with Pmax; and (b) equivalent average cross-section referred to the overall surface of the corroded
rebar.
Fig. 4. Chloride diffusion process associated with the corrosion initiation.
Fig. 5. Spatial tensile capacity of the girder.
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Fig. 6. Flow chart describing the: (a) stages of analysis; the (b) reliability analysis step.
Fig. 7. (a) Reliability index and design point assuming a linear limit state function, joint density function fR,S (r,s) of two random variables with marginal density
functions fr and fs; and (b) cosines direction at design point. Figure adapted from Schneider [45].
D. Dias-da-Costa, et al. Engineering Structures 196 (2019) 109297
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failure domain. This point is the so-called design point – see re-
presentation in Fig. 7a ∗ ∗r s( , ) – and its cosines direction measure the
importance or sensitivity of each parameter on the probability of
failure, where a positive value means that an increase of the mean value
also increases safety (see Fig. 7b).
For each time step, the reliability index and probability of failure
are iteratively computed according to Fig. 6b. In summary, FORM uses
a Taylor expansion in the neighbourhood of the design point that is
progressively refined. The response surface method (RSM) is herein
applied to approximate the non-linear limit state function by a regres-
sion function of lower-order polynomials [43] using selected support
points for each random variable. The reliability index is then de-
termined within two iterative cycles, the first uses RSM to compute an
approximated limit state function, and the second applies FORM to
determine the reliability index for the approximated limit state func-
tion. Both are applied sequentially until converging into a design point
within a tolerance in absolute value of 0.01 – see Fig. 6b.
When the reliability of the member reaches the minimum accep-
table level of structural safety, the second stage of analysis is initiated to
determine the strengthening requirements. This is achieved by com-
puting the area of the CFRP laminate necessary to upgrade the girder
from the minimum reliability index of 2.5 (reached after corrosion
degradation) to a target reliability index, βt , of 3.8. This latter value was
set according to Steenbergen and Vrouwenvelder [46] for repairing
existing highway bridges based on EN 1990 [27]. The same iterative
procedure applied in the first stage is again used in the search for the
area of the CFRP laminate. It should be mentioned that the area of CFRP
laminate is herein treated as deterministic due to the low coefficient of
variation associated.
In the third and last stage, another time-dependent reliability ana-
lysis is performed to assess the behaviour of the strengthened girder
with further degradation. In this stage, both steel corrosion and CFRP
laminate degradation are included.
4.1. Strength limit state
Given that the structure is a simply supported beam, the formation
of a plastic hinge in any section leads to the failure of the girder.
Consequently, the reliability analysis can be performed by assessing
each segment, in which case failure occurs if any segment fails resulting
in a series system. The limit state function, G, is formulated for each
segment, j, as a function of time, t:
= −G t γ t γ( ) ( )j mtl tlj j (12)
where γmtl is the maximum traffic load scale factor supported by the
girder as function of time, and γtl is the standard traffic load scale factor.
The first term is time-dependent and is computed from the maximum
capacity given by the analytical model described above.
The limit state function can be expressed as:
= × −G t γ θ ν t ν t ν t ν t θ γ( ) ( ; ( ); ( ); ( ); ...; ( ))j mtl E n R tl1 2 3j j (13)
where θE is the load model uncertainty, θR is the resistance model un-
certainty, νi are the statistical variables, and n is the maximum number
of statistical variables described in the next section.
Based on the limit state function defined above, the probability of
failure of each segment is given by:
∫=
<
p f θ θ ν t ν t ν t( ; ; ( ); ( ); ...; ( ))f G E R n0 1 2i (14)
where f is the joint density function.
Different segments of the girder are nevertheless correlated as only
the level of deterioration varies from section to section. As a first ap-
proach, the system probability of failure can be bounded by the prob-
abilities of failure corresponding to independent components (i.e., as-
sumption that the failure of different segments is only determined by
corrosion, and thus independent) and to fully correlated segments (i.e.,
assumption that the corrosion is irrelevant and all segments are fully
correlated). The series system probability of failure under the as-
sumption of statistically independent segments is given by:
∏= − −
=





whereas for completely correlated segments, the series system prob-
ability of failure is:
=P pmax( )f fi (16)
where pfi is the probability of failure of the i-th segment.
The series system probability of failure therefore falls within the
following lower and upper bounds limits:
∏⩽ ⩽ − −
=





For a series system, such limits can be narrowed down using the
approach developed by Ditlevsen [47] in which the segments are as-
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In the last equation, the lower bound accounts for the individual
probabilities, p fa, and for all possible joint probabilities involving two
segments, i.e., ⋂p pf fa b. Joint probabilities involving more than two
segments are neglected for simplification. The upper bound also in-
cludes the individual and joint probabilities, such that the failure events
are ordered from the highest probability of failure to the lowest.
The joint probabilities are calculated using the integral of the bi-
variate normal distribution function written as:
∫ ∫⋂ =
−
∞ ∞ − − −P p p
π ρ
e dβ dβ( ) 1
2 1
f f β β
sys
ρ β β ρ β β
a b2
1
2 (1 )( 2 )
ab
sysab a b sysab a b
1 2 1 2
2 2 2
(19)
where ρsysab is the correlation factor between segments a and b. The
correlation between failure modes ρsysab can be computed as the angle
between the vectors connecting the origin and the design points on each
failure mode. Since the direction cosine gives the contribution of each
random variable to the reliability vector defined by connecting the
origin to the design point in the normalised space (see Fig. 7b), the
correlation is given by:
∑= =
=
∗ ∗ρ Cov a b
σ σ





ab k k (20)
where ∗αak is the direction cosine at the most probable point of failure
and measures the contribution of a over segment k. Finally, the relia-
bility of the system can be estimated as the average reliability for both
upper and lower bounds shown in Eq. (18).
An example is given in Fig. 8, in which case the segments correla-
tion can be written as:
Fig. 8. Series model with four segments.
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The lower and upper probabilities of failure in Fig. 8 are given by:
= + − ⋂
+ − ⋂ − ⋂ +
+ − ⋂ − ⋂ − ⋂
P p p p p
p p p p p




f f f f f
f f f f f
f f f f f f f
lower 1 2 2 1
3 3 2 3 1
4 4 3 4 2 4 1 (22)
and
= + + + − ⋂ − ⋂ ⋂ +
− ⋂ ⋂ ⋂
P p p p p p p p p p p
p p p p p p
max[ ; ]
max[ ; ; ]
f f f f f f f f f f f
f f f f f f
upper 1 2 3 4 2 1 3 2 3 1
4 3 4 2 4 1
(23)
The average between the lower and upper probabilities provides a
good estimate of the probability of failure in the system based on the
work from Barakat, Malkawi [48].
4.2. Random variables
In this study, the adopted variables can be divided into three cate-
gories: resistance; loads; and corrosion. The resistance variables that
contribute to the strength of the girder are: the prestressing strength, fp,
the CFRP laminate strength, ft, and the resistance model uncertainty, θR.
The load variables consist of the traffic load scale factor, γtl, the dead
loads, γdl, the concrete self-weight, γc and the loads model uncertainty,
θE. Additionally, the corrosion variables include the surface chloride
concentration, Cs, threshold chloride concentration, Cth, chloride dif-
fusion coefficient, Dcl, concrete cover, c, corrosion rate, ic and corrosion
model error, γic. Table 1 summarises the models and values for each
variable [2,4,5,19,49–53]. It should be mentioned that other material
properties not mentioned in the table below, such as the compressive
strength of concrete, fcm, are considered deterministic with their
average design value since they were shown in a previous study not to
be significant for the reliability analyses [54].
Several values can be found in the literature for the corrosion rate
model, typically varying from 0.1 to 10 μA/cm2 [5–7,31]. In the scope
of this paper, the mean current density adopted is 1.0 μA/cm2 based on
the work by Dhir, Jones [56] on uncracked concrete specimens exposed
to salt spray corresponding to medium corrosion intensity conditions –
see also [2]. The coefficient of variation is taken as 0.2 from [2,3]. It
should be considered that steel corrosion can accelerate CFRP laminate
deterioration due to concrete cracking near the reinforcement.
However, this effect is not included in the analyses due to the lack of
reliable models for this complex phenomenon. Finally, a normal dis-
tribution is considered for the traffic loads according to JCSS [49] with
characteristic values, Q [57].
5. Results and discussion
5.1. Reliability analysis of series system
The probability of failure and reliability index as a function of time
for different series reliability assumptions are shown in Fig. 9 for the
non-strengthened girder. When the segments are considered statisti-
cally independent, the probability of failure is much higher in earlier
years. In the case of fully correlated segments, results are similar to the
ones obtained with the Ditlevsen bounds, with a good agreement with
the lower bound for the earlier years. The contrasting results of fully
correlated and independent segments, highlights that such simplifica-
tions may not be realistic in practice. Moreover, if the segments are
statistically independent, the probability of failure directly corresponds
to the weakest segment, which may be too conservative for most cases.
Conversely, full correlation means that only the segment subject to
higher moment can fail (all other segments have the same strength but
smaller applied moments), which represents a reduction in the potential
failure modes, and consequently, of the probability of failure. This is
further confirmed by analysing Eqs. (15) and (16), which show a much
lower probability of failure for fully correlated systems.
The Ditlevsen bounds provide a valid approach to compute the re-
liability of series systems with correlation between segments. The re-
sults presented in Fig. 9 indicate that the upper and lower Ditlevsen
bounds are close together and, thus, this approach produces a reliable
estimation of the probability of failure of the system. Furthermore,
results also indicate that considering statistically independent segments
is over conservative since the reliability index computed with this ap-
proach is much lower than the one obtained considering correlation
between the failure of different segments. Given that the properties of
the girder along the beam only change due to corrosion, without it all
random variables are constant at different sections except for the ap-
plied moment, which is perfectly correlated along the girder. Therefore,
the probability of failure obtained for an uncorroded girder corresponds
to the midspan segment and that of the fully correlated case. As cor-
rosion progresses, the differences in strength between sections increase
causing a reduction in the correlation between the strength of different
segments. The system reliability then tends to increase towards the
extreme case of uncorrelated random variables. Adopting the average of
both bounds can be a good estimate for the contribution of the seg-
ments, since it approaches perfect correlation – for up to 50 years – and
the statistically independent segments model for the latest years of
analysis.
Table 1
Statistical properties of random variables used in time-dependent reliability analysis.
Variable Units Mean Standard deviation COV Distribution type Indicative references
Prestressing strength, fp MPa 1,674 50 0.03 Normal [51]
CFRP laminate strength, ft MPa 2,687 214.9 0.08 Weibull [55]
Resistance model uncertainties, θR – 1.0 0.13 0.13 Log-normal [49]
Traffic loads, γtl – 0.78 0.117 0.15 Gumbel [22]
Dead loads, γdl kN/m 10.83 1.08 0.10 Normal [52]
Concrete self-weight, γc kN/m3 25.0 1.0 0.04 Normal [49]
Load model uncertainties, θE – 1.05 0.11 0.10 Log-normal [49]
Surface chloride concentration, Cs kg/m3 0.35 0.175 0.50 Normal [53]
Threshold for chloride concentration, Cth kg/m3 1.2 0.228 0.19 Normal [53]
Chloride diffusion coefficient, Dcd cm2/s 2.0x10-8 4.0x10-9 0.20 Normal [53]
Cover, c cm 5.0 0.75 0.15 Log-normal [19]
Corrosion rate, ic µA/cm2 1.0 0.20 0.20 Log-normal [2–4,56]
Model error, γic – 1.0 0.20 0.20 Normal [19]
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5.2. Time-dependent reliability analysis
The time-dependent safety without considering the CFRP laminate
degradation is illustrated in Fig. 10. It is important to denote that the
reliability index starts close to 2.8. When the safety of the girder de-
signed according to the old standard is assessed using the requirements
imposed by EN 1991-2 [28], the structural safety is already below the
minimum allowed by the new standard and very close to the threshold
of unacceptable safety of 2.5 discussed above. This result is explained
by the differences in the traffic load models – see comparison in Ap-
pendix A. Corrosion starts at 11 years of age, but only becomes severe
after 20 years. Without strengthening, the reliability of the girder would
reach zero, corresponding to a 50% probability of failure, after 70 years
of age. After the chloride corrosion starts, the rate of reduction of the
reliability index increases.
The strengthening area of CFRP laminates required to increase the
reliability index to 3.8 calculated using the procedure described in the
previous section is 305mm2. After strengthening, further reductions of
the reliability index factor due to degradation are significantly slower
(Fig. 10).
When the CFRP laminate degradation is taken into account – see
Fig. 11 – the reliability progressively reduces over the years after
strengthening. However, this impact is not as severe as the one caused
by corrosion [18].
5.3. Sensitivity analysis
The cosines direction at the design point for each random variable
as a function of time are represented in Fig. 12. Values close to zero
indicate the variable not to be relevant in the analysis, whereas cosines
closer to 1 or −1 correspond, respectively, to a significant negative or
positive impact. A representation of the geometric meaning can also be
found in Fig. 7b.
From Fig. 12, it can be concluded that traffic loads, γtl, have the
highest weight in the analysis reaching a value close to 0.7. However,
this role is reduced with the development of corrosion. The un-
certainties for both resistance and load models, θR and θs, have cosine
values close to −0.44 and 0.54, respectively, and decrease with cor-
rosion. The large cosine values without corrosion indicate that a sig-
nificant part of the uncertainty is associated with the limitations of the
models employed. With the growth of corrosion, the uncertainty asso-
ciated with this variable becomes increasingly significant and, conse-
quently, the importance of the uncertainty in models reduces. The
prestressing strength, fp, presents values close to 0.16 over the entire
analysis, the concrete self-weight, γc, and the dead loads, γdl, present
Fig. 9. Probability of failure (Pf ) and
reliability index (β) as a function of
time for different series reliability ap-
proaches.
Fig. 10. Reliability index as a function of time for strengthened section without
CFRP laminate degradation.
Fig. 11. Reliability index as a function of time for strengthened section with
CFRP laminate degradation. Fig. 12. Cosines direction at design points as a function of time.
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values close to −0.08. The remaining variables, surface chloride con-
centration, Cs, threshold chloride concentration, Cth, chloride diffusion
and coefficient, Dcl, have no contribution without corrosion. With the
ageing of the structure, the reduction in strength due to corrosion be-
comes more likely, and the importance of those parameters increase, as
shown in Fig. 12. Therefore, after the initiation of corrosion, the most
important variables related with this process of degradation are the
concrete cover, c, corrosion model error, γic, and corrosion rate, ic. Their
importance starts to increase with the development of corrosion,
reaching values of respectively to −0.12 and 0.60 after 60 years.
After the strengthening of the member, the equilibrium in the co-
sines direction changes due to the recovered flexural strength (see
Fig. 13). Consequently, the traffic load, γtl, increases its importance
relatively to the values observed in early years, whereas the concrete
cover, c, and corrosion rate, ic, decrease its weight to values close to the
ones before the initiation of corrosion. The CFRP laminate strength, ff ,
assumes a weight of −0.10. All other calculated values remain practi-
cally constant over time since the degradation is quite slow (see
Fig. 10).
6. Summary and conclusions
This paper presented a time-dependent reliability analysis of pre-
stressed concrete girders. The girders were subjected to a scenario of
degradation caused by pitting corrosion. The rehabilitation of the
member was done using externally bonded CFRP laminates after the
girder reached an unacceptable probability of failure. It was also as-
sumed that the CFRP laminate could degrade over time after re-
habilitation.
The reliability analysis procedure proposed in this paper included
the effects of both spatial and temporal corrosion. The spatial dis-
tribution of corrosion was analysed by considering the reinforcement
divided in segments on a series system. The obtained results showed the
reliability index to be more conservative when the segments are con-
sidered statistically independent. In addition, the assumption of fully
correlated and statistically independent segments can produce con-
trasting results, which may fail to properly predict the structural be-
haviour. The first approach is suited for analysis while the girder is
uncorroded. In this situation, the strength along the girder does not
vary, in which case failure is directly driven by the midspan segment
given that it is subjected to the highest applied moment (all segments
are fully correlated). The second approach provides good results when
corrosion is significantly advanced, since the differences in the strength
of segments can cause failure in other regions other than the midspan of
the girder, being theoretically driven by the weakest element. For all
other steps of analysis, which correspond to 50 years of analysis, neither
approach (i.e. fully correlated and statistically independent segments)
provides good estimates. In this case, the Ditlevsen bounds are re-
commended given that they can approximate the model with perfect
correlation in the first 50 years of analysis, and the statistically in-
dependent segments model in the following years.
Results from time-dependent reliability analysis also showed that
the degradation of the CFRP laminates does not impact on the relia-
bility as significantly as corrosion. The sensitivity analysis for the non-
determinist variables showed the traffic loads, models uncertainties and
corrosion rate and uncertainty to be the most relevant variables, fol-
lowed by prestressing strength and concrete cover. The significance of
variables, however, changes over time and also with the conditions of
the structure. For example, corrosion rate and concrete cover increase
importance with the development of corrosion, and traffic loads lose
weight. After strengthening the girder, the reinforcement steel is no
longer critical to the strength and, consequently, the impact of corro-
sion on the probability of failure is much lower than that observed for
the unstrengthened girder.
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Appendix A. Comparison of traffic load models
This section presents a summary of the traffic load models from RSA [24] and EN 1991-2 [28] applied to the bridge geometry used in the case
study presented in this paper. The traffic loads defined in RSA [24] were developed in the 1960s and include two load models – see Figs. A1 and A2.
The first sets three concentrated loads that account for an idealised three-axle vehicle and its dynamic effects, whereas the second model defines a
uniformly distributed load and a knife load. Loads are to be placed at the most unfavourable positions along the bridge deck for the design of each
structural element and their characteristic values are shown in Table A1. The principal load model LM1 defined in the EN 1991-2 [28] is shown in
Fig. A2 and the characteristic values are given in Table A2. Distributed loads are to be placed in lanes of 3m across the deck width, whereas
concentrated loads are also included to account for an idealised two-axle vehicle and its dynamic effects.
For the same bridge deck, a comparison of ultimate design bending moments is shown as a function of the span in Fig. A3. Please note that the
Fig. 13. Cosines direction at design point for the strengthened girder.
Fig. A1. Traffic load models in RSA [24]: (a) idealised vehicle; and (b) knife and distributed load models.
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dead load includes self-weight, sidewalks, guard rail and asphalt corresponding to the layout shown in the figure. As can be concluded, the design
bending moment from the current standard, EN 1991-2 [28], is significantly higher than the one provided by both models in RSA [24].
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